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ISOMETRIC VIEW

SEE EXPANSION JOINT DETAIL
(SD-201.01)

* NOTE
SEE NOTES ON STANDARD SD-203.01.

a®:
2" POROUS BASE STONE
—- 24"

TYPICAL SECTION

TYPE "A”, CONCRETE
CURB AND GUTTER

SECTION A-A

(SEE STANDARD SD-202.02.)

SIDEWALK WIDTH VARIES AS DIRECTED (5" MINIMUM) GRASS PLOT VARIES 2' CURB
AS DIRECTED (IF REQUIRED) AND
GUTTER

4" CONCRETE SLAB
I SIDEWALK SLOPE 1/4" PER FOOT

4

T4

SEED AND MULCH

95% STANDARD
PROCTOR

SOIL COMPACTED
PER SPECIFICATIONS.

SECTION B—B

2" POROUS BASE STONE
24"

TYPICAL SECTION

TYPE "A”, CONCRETE
DROP CURB

EXISTING OR PROPOSED
— CONCRETE CURB AND GUTTER

EDGE SHALL BE ROUNDED
TO MATCH THE CURB.

‘— THE EXISTING CURB AND GUTTER
SHALL BE SAW—CUT ALONG A LINE
PERPENDICULAR TO THE CURB.

CITY OF CHATTANOOGA AND HAMILTON COUNTY

CONCRETE CURB AND GUTTER (TYPE "A”)
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